
Nominal Voltage (V)  6V 

Nominal Capacity (C20) 12.00Ah 

Weight Approx. 2.10 kg  

140A(EN) 

7.30V to 7.40V 

6.75V to 6.90V 

Cold cranking amps:

Charging Methods at 20℃  

Cycle use: 
Charging Voltage 
Coefficient -5.0mv/℃/cell  
Standby use: 
Float Charging Voltage 
Coefficient -3.0mv/℃/cell 

Operating Temperature 
Range Charge -

15℃ (5℉)  to  40℃ (104℉)
Discharge -15℃ (5℉)  to  50℃ (122℉)
Storage -15℃ (5℉)  to  40℃ (104℉)

Charge Retention (shelf life) at 20℃ (68℉) 
1 month 92％ 
3 month 90％ 
6 month 80％ 

Case Material ABS 
(UL94 HB flame retardant case / cover) 

Terminal M5 - Bolt 

Description of torque value of hard ware for the 
terminals:
Maximum allowable torque value M5: 3.00Nm
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SPECIFICATION 

AIRBATT Start-Power AIR-PB S306-DG Art.Nr. 8000205

Dimension (L x B/W x H) 151 x 50 x 106 mm 

151 1(5.94± ±0.04) 50 1(1.97± ±0.04)
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